
FAST & COMPACT NETWORK DOCUMENT 
MANAGEMENT SOLUTION.
The Panasonic KV-S1037X document scanner is a fast and durable compact desktop scanner which 
can be setup as a traditional desktop USB scanner or as centralized workgroup scanner by utilizing 
the built-in Gigabit Ethernet port or 802.11 b/g/n wireless interface.

Perfect for small businesses, remote workers or small office workgroups, the KV-S1037X offers high-
speed color scanning up to 30 pages per minute / 60 images per minute and includes Panasonic's 
latest onboard hardware image processing technology. Panasonic's advanced onboard image 
processing technology includes auto preview / rescan functionality, full engine speed at 300 DPI, 
and high quality scanned images.

The Active Feed Roller and Ultrasonic Double Feed Detection systems ensure every page fed is 
accounted for. The flexible media handling system of the KV-S1037X supports a wide range of 
documents including those of unlimited length, plus up to three embossed cards at once, mixed 
document and hard card scanning, including passports. 

Included with every KV-S1037X is a TWAIN and ISIS driver for industry level compatibility with third-
party scanning software, as well as the Panasonic Image Capture Plus suite, Presto PageManager 9 
for document management, and Presto BizCard 6 to scan and manage your business cards. 

Regardless of your business type, the Panasonic KV-S1037X provides you with high-performance 
hardware, three year advanced exchange warranty, and capture software, making it a complete 
document management solution.

KV-S1037X PERSONAL WORKGROUP DOCUMENT SCANNING SOLUTION
n   30ppm / 60ipm High-Speed Scanning (@ 200/300 DPI)

n   Hardware Image Processing
n   50 Page Automatic Document Feeder
n   Plastic Card & Business Card Scanning
n   Passport Scanning
n   3 Customizable Single-Touch Scan Keys
n   Ultrasonic Double-Feed Detection
n   Double-Feed Skip Key
n   High-Speed USB 3.1 (Gen1) Interface
n   High-Speed Gigabit Ethernet
n   802.11 b/g/n Wireless Connectivity
n   Direct Scan to Email/PC/Network/FTP
n   Auto Preview / Auto Rescan
n   3-Year Advanced Exchange Warranty

LEARN MORE 
877-207-0035 
us.panasonic.com/scanners

and 
included!

http://us.panasonic.com/scanners


As an ENERGY STAR® partner, Panasonic has determined that this 
product meets the ENERGY STAR guidelines for energy efficiency.

Panasonic is constantly enhancing product specifications and accessories. Specifications subject to change without notice. Trademarks are property of their respective owners. 
©2018 Panasonic Corporation of North America. All rights reserved. KV-S1037X Spec Sheet_04/18
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KV-S1037X PERSONAL WORKGROUP DOCUMENT SCANNING SOLUTION

TECHNICAL SPECIFICATIONS 
 
n Image Sensor Type 1-Line CIS (Contact Image Sensor)

n Light Source RGB LED

n Optical Resolution (Color and B/W) 100 – 600 dpi (1 dpi step), 1,200 dpi (Interpolated) 
  Optical: 300 dpi / 600 dpi (Automatic switch) 

n Output Resolution Color: 24-bit, Grayscale: 8-bit, Monochrome: 1-bit 

n Image Processing Function  Automatic Binary/Color Distinction, Multi Color Drop Out, Blank Page 
  Removal, Double Exposure, Smooth Background, Automatic Cropping, 
  De-skewing, Dynamic Threshold, White Level from Paper, Image Emphasis 
  (5 steps), Gamma Correction, Automatic Separation, Noise Reduction, 
  Shadow Removal, Mirror Image, Monochrome Reversing, 2-Page 
  Separation, Border Removal and Automatic Image Orientation

PERFORMANCE  
 
n Scanning Speed*1 (Letter, Portrait) Up to 30 ppm / 60 ipm (300 dpi) 

n ADF Capacity  Up to 50 sheets (20 lbs., 80 g/m2), 3 hard cards (ISO 7810 ID-1)

n Document Size (ADF)  Minimum 1.9 in. x 2.8 in. (48 mm x 70 mm) length 
  Maximum 8.5 in. x 100 in. (216 mm x 2,540 mm) length

n Weight (Thickness)*2 Single  5.4 lbs. - 55 lbs. (20 - 209 g/m2) 
  Continuous 5.4 lbs. - 55 lbs. (20 - 209 g/m2) 
  Card  Up to approx. 0.03 in. (0.76 mm) in thickness + embossing 
    (ISO standard 7810 ID-1 card scanning including 
    embossed card)

n Interfaces  USB 3.1 (GEN1), Gigabit Ethernet, 802.11 b/g/n WiFi 2.41GHz Frequency

n Security  WPA/WPA2-PSK (TKIP/AES), WPA/WPA-Enterprise, 
  Open System (WEP64/WEP128)

PHYSICAL SPECIFICATIONS  
 
n Power Requirements AC 100 - 120 V 50/60 Hz, AC 200 - 240 V 50/60 Hz

n Power Consumption Scanning mode 17 W or less 
  Idle mode 4.5 W or less 
  Sleep mode 1.6 W or less 
  Power off mode 0.3 W or less

n Dimensions*3 (W x D x H) 11.9 in. × 7 in. × 5.4 in. (303 mm x 177 mm x 137 mm ) without feed tray

n Weight*3  5.9 lbs. (2.7 kg)

n Inbox Contents  DVD-ROM: Drivers and Utilities (for Windows®), User Manuals, Quick Reference 
  Guide, Mixed batch card guide, AC adapter, Power cord, USB cable, 
  Shading paper, Guidance sticker, and Correction sticker

n Bundled Software Panasonic Image Capture Plus, Panasonic User Utility, ISIS/TWAIN/WIA, 
  ABBYY® FineReader 12 Sprint, Presto! Page Manager 9, Presto! BizCard 6

n OS Support  Windows® XP (32bit / 64bit), Windows Vista® (32bit / 64bit) 
  Windows® 7 (32bit / 64bit), Windows® 8, 8.1 (32bit / 64bit) 
  Windows® 10 (32bit / 64bit), Windows Server® 2003 (32bit / 64bit) 
  Windows Server® 2008 (32bit / 64bit), Windows Server® 2012 (64bit) 
  Windows Server® 2016 (64bit), Mac OSX 10.x.x or higher 
  Citrix XenAPP 6.0/6.5, Linux RedHat Enterprise Desktop 6/7, Ubuntu 14/15

n PC Requirements Minimum: Intel® Core 2 Duo 1.8GHz Processor, 1GB Memory or Higher 
  Recommended: Intel® Core i5 2.5GHz Processor, 4GB Memory

n Other Functions Zone OCR (a function of the Image Capture Plus software that adds  
  characters from the document to the output file name), Separation Sheet, 
  Single-Touch Scan Keys, Double-Feed Skip Key, Embedded Web Configuration 
  Page, Scan-to-Mobile Application, Direct Scan-to-Email/SMB/FTP

OPTIONS  
 
n Roller Exchange Kit  KV-SS058 (Double-feed prevention roller x 1, Paper feed roller x 1)
n Roller Cleaning Paper KV-SS03 (Scanner Cleaning Kit)
n Passport Carrier Sheet KV-SS077
n Flatbed KV-SS081
n Enhanced OCR Engine w/MS Office 
    File Conversion Support KV-SS092 (Single User License), KV-SS093 (10 User Licenses)

WARRANTY  
 
   Extended Advanced Exchange Service Options and Next Business Day 
  On-site Service Available

SPACE SAVING WITH COMPACT DESIGN 
The compact body of the KV-S1037X can fit in small and
narrow spaces, and is packed with essential
features to finish scanning jobs fast and efficiently. 

VERSATILE SCANNING WITH VARIOUS OPTIONS  
Scanning documents is made easy with KV-S1037X. Scan 
long paper, passports, bankbooks, or even embossed cards 
at once without problems.

TOUCH-FREE SCANNING  
With the cover closed, you can insert a single document 
into the feeder and the unit will automatically start 
scanning to a preset job.

THE CONNECTED SCANNER  
The KV-S1037X offers both a Gigabit Ethernet connection 
and 802.11 b/g/n wireless connectivity, allowing you to 
directly connect to your office network. Users can scan 
documents directly to a PC, email, network folder, mobile 
device (tablet/smartphone) or FTP site. This versatile 
design can be used for a single user or small workgroup.

*1  The scanning speed differs depending on the host computer, the operating system, the application, the measuring method, the quantity of data in the image, and the paper type. 
The scanning speed depends on a measuring method of Panasonic.

*2  “Weight in pounds” of paper represents the weight of 500 (17 x 22 inches / 432 x 559 mm) sheets.
*3  Dimensions and weight are approximate.

–  ENERGY STAR and the ENERGY STAR mark are registered U.S.marks.
–  ISIS® is a registered trademark or trademark of EMC Corporation in the United States and other countries.
–  Microsoft®, Windows® and Windows Vista® are either registered trademarks or trademarks of Microsoft 

Corporation in the United States and/or other countries.
–  All other brand or product names are the property of their respective holders.

This product is designed to reduce hazardous chemical substances in accordance with the RoHS directive.

http://us.panasonic.com/scanners

