	PANINI My Vision x
	Technical Specifications

	
	

	AUTOMATIC DOCUMENT FEEDER
	3 mode feeder:

My V X-30: Up to 30 DPM (USB2.0 interface)
My V X-60: Up to 60 DPM (USB2.0 interface)

My V X-90: Up to 90 DPM (USB2.0 interface)

All with 6” items

No de-rating for document length.

Speed is application dependent and is verified with My Demo.

With PC of Intel Pentium IV, 1.8 GHz, 256 Meg Memory, 200 Megabytes Disk Space, Windows 2000 Pro (SP3), My Demo, 4 Images: F/R 200 DPI GR IV, F/R 200 DPI JPEG, 8.5” business checks you can get the rated 30, 60, and 90DPM throughput.



	
	Single document automatic insertion
Holding up to 30 documents for automatic batch one hand insertion
Holding up to 100 documents, with pressure plate

Optional 30 document limit (Software controlled)

	
	Double feed detection. For consistent thickness documents
Auto-tuning system to process mixed thickness documents and to
compensate the wear

Hole detect specification. The default value of this parameter is 5mm diameter (approx. 0.2 inches) and can be increased until 10mm (approx. 0.4 inches)

Double document detect specification. 

POWER is set depending on the consistent thickness of the batch of documents.

DELAY set the position on the document where detection starts

CONFIDENCE allows you to set how many times out of ten we see through the document for the double feed condition. 

Every one of these three values has a factory default that can be software changed with a parameter.

Maximum skew, skew detect. No skew detect is implemented

	THROUGHPUT
	30, 60, or 90 DPM

	
	

	DIMENSIONS
	Height
                  Width                      Length                        Weight                  
175 mm (6.88")     138 mm (5.43")     264 mm (10.39')       2,5 Kg (5.51#)

	POCKET
	A single exit pocket capable of holding 100 documents

	DOCUMENT SPECIFICATIONS
	Height: Min.: 54 mm (2.12") - Max.: 106 mm ( 4.17")

Length: Min.: 80 mm (3.14") - Max.: 235 mm ( 9.25") 

Weight: Min.: 60 gr/m2 (16 #) - Max.: 120 gr/m2 (32 #)

Document height to length ratio: 1.5

Grain Requirements: Long or Short qualified on 24lb.

ATM envelope specification. Not Supported

MICR correction labels / strips specification. Not Supported

Carrier envelope specification. Not Supported



	INTERFACE
	USB2.0 port / Backward compatible with USB 1.1

RS232 Port for external device connection. SW/FW developments on request.

Number of units connected to a single PC through USB2.0 ?  1

	MAGNETIC READER
	E 13B / CMC7 

Yes you can select E13B only, CMC7 only, or Autorecognition
Panini MICR Plus™ exclusive technology E13B and CMC7

Yes, both MICR standards are based on our mixed algorithm MICR Plus technology
Recognition performance, read rate / misread rate?  97% or higher / under 0.1%

	IMAGE CAPTURE
	Scanning: Contact Image Sensors (CIS) technology (front and back) Image format: Bitmap m B/W, 256 shades of gray. JPEG and Group IV compression.

TIFF wrapped, Yes TIFF 6.0 compliant? Yes  Single or multi-TIFF Yes to both

We are TIFF 6.0 compliant, we generate single or multi-page TIFF
CIS LED illumination color? RGB light is used

Max image height? Max image is 108mm, approx. 4.25 inches



	
	Image resolution: 100 or 200 dpi
Advanced dynamic thresholding
Dual Image: 4 images in one document pass.

A maximum of 10 uncompressed snippets can be acquitted in addition to the 4 standard images. The 10 snippets can be freely mixed front and rear


	SOFTWARE TOOLS
	Panini Vision API running on Windows 2000 Professional with (SP3), Windows XP Professional with (SP1) with USB 2.0 or USB 1.1 (at reduced performance)

ICR Vision function for image snippet definition & download;

Integration of Barcode/OCR recognition technology (optional).

Demo program / exerciser:

There is My Demo application



	
	

	INK_JET PRINTER
	Rear ink jet printer: Height is physically defined and fixed

Printing capability: Single line, Alphanumeric characters, all MS Windows fonts. We have 12 Pixel available on HP cartridge. The printed buffer is a bitmap, built using the selected Windows font. Our default is Aerial 11. The CPI depends on selected font, with Aerial Narrow Windows font approx. 14 CPI, with default approx. 12 CPI

HP cartridge 51604a

HP cartridge c6602a

Printed information captured by the image.

No out of ink detection available.



	OCR RECOGNITION (OPTIONAL)
	OCR-A, OCR-B recognition engine. (third-party)
Supported fonts are OCR-A, OCR-B, OCR-A B numeric, OCRA-ALNUM, OCRB-ALNUM, OCRB-UK, E13B, OCRB-E13B

Recognition performance, read rate / misread rate. Data not available.



	APPLICATION PC REQUIREMENTS
	For My Vision X30 and 60 Intel Pentium III 500 MHz, 128 Megabytes Ram, Windows 2000 professional (SP3), XP professional (SP1), with USB 2.0 or USB 1.1 (with reduced performance)

For My Vision X 90 Intel Pentium III 1.2 GHz, 256 Megabytes Ram, Windows 200 professional (SP3), XP professional (SP1) with USB 2.0 or USB 1.1 (with reduced performance) (the My Vision X 90 is running in flow mode and will cause one extra document to be fed after a stop is generated from the application)



	DIAGNOSTIC FEATURES
	On board Diagnostics: Tests the functionality of the scanner Power-on Self Testing: Automatic self testing and photocells calibration when powering the unit

The photocells will recalibrate again when the unit is in idle time and more than 500 documents are elapsed from last recalibration.



	MAINTENANCE
	Maximum accessibility to every component to minimize MTTR.  Total access to scanner and track area.  Firmware upgradeable via PC.

Operator PM:  frequency, time Weekly, 10 Min

	INPUT VOLTAGE
	Auto-sensing from 100 to 240 Vac, 47 to 63 Hz

	POWER REQUIREMENTS
	25 Watts Max.  External power supply 44 Watts

	CABLES
	USB2.0 cable is included. Length is 1.5 mt, approx. 4 ft 

	RELIABILITY
	MTBF:                                         1,000,000 document passes 

MTTR:                                         0.25 hours

Duty Cycle:                                  7,000 document passes per day for the My Vision X 90

Duty Cycle:                                  5,000 document passes per day for the My Vision X 60

Duty Cycle:                                  3,000 document passes per day for the My Vision X 30

Life expectancy:                           3,000,000 document passes expected



	OPERATING CONDITIONS
	Operating conditions:    15 + 35C, 20 + 80% R.H. Non-Condensing

Storage:
                      0 + 40°C, 10 + 80% R.H. Non-Condensing

Altitude:                         0->3000 meters

 

	CERTIFICATIONS
	MVX is FCC Class A compliant, CE, CSA 22.2 and UL 60950 compliant

FCC Class A has been obtained in TUV. UL certificate number is 300703-E172976



	NOISE LEVEL
	NOISE LEVEL < xx db operating <60dbA

	
	

	CONSUMABLE LIFE
	Feed o ring                       300.000 documents

Feed roller:                       300,000 documents.

Separator roller:               300,000 documents.

Ink-jet cartridge:               500,000 characters (Dependant on font used and size).


	INSTALLATION
	Customer installable.

No special tools.

	
	

	DOCUMENTATION
	Operators guide  English

Installation guide English. Installation of driver/DLL is provided via standard Windows Setup. However, teller software installation guide and procedures will be made availablew by the developer companies.

Software programmers reference guide: English.

Troubleshooting / repair manual / Parts list: English

Other Documentation:

All documentation required to assemble and test the PRODUCTS using the ASSEMBLY KITS. Operators guide / manuals that include operational and installation specifications, Installation guides Software programmers reference guide, and Troubleshooting / repair manual, Demonstration programs, repair and maintenance manuals, repair training manuals, sales and marketing collateral, field depot training manuals, spare parts failure rates documentation, mean time to repair information, qualification and certification data, (ISO, CE, UL, etc.), ongoing manufacturing quality reports (arrival quality data and warranty return data), product roadmap information, tools and fixture documentation, current non-costed Bill of Materials, assembly and test instructions, critical dimensions information; Illustrated parts breakdown; General Manual which includes service test procedures and a list of any special tools and service test equipment designed by PANINI; color chips, service, parts identification, service training, maintenance and operator manuals; API and related documentation for a developer.



	PACKAGING
	Package external dimensions are 250X200X380 millimeters, approx. 10X8X15 inches

Package total weight 3.5Kg

Package Content is:

1 MVX in plastic bag

1 Silica gel

1 Operator manual

1 Power Cable (depending on country specs)

1 USB2 Hi-speed cable

1 small plastic bag for consumables

1 rubber feeder roller

1 Separator roller

1 HP Inkjet cartridge When Inkjet Option is installed

1 Switching Power supply

Package outside symbols are:

Avoid Rain

Fragile content

Handle with care

Upside Face

Stack no more than 10

Max and Min temp for transport

Maximum stacking height - up to ten high

	
	


idential


